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Specifications subject to change without notice.

® 2010 Broan-NuTone Canada Inc.

Broan QT, GP, BP and CM Series
Perfect for replacement as well as new installations, this powerful convertible 
Basic Performance range hood is ideal for use with any electric range.
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Under Cabinet Hoods

Dimensions shown are in inches.

SPECIFICATIONS

SERIES WIDTH STAINLESS 

STEEL 

WHITE WHITE W/ 

BLACK TRIM

BLACK ALMOND LIGHTING CONTROL CFM 
(vert.)

SONES
(vert.)

INSTALLATION

TYPE

QT

30” QT230SSN QT230WWN — QT230BLN QT230AAN 2 x 40 W

2 intensities 

including 

night light

Rotary control 

for variable 

speed selection

210 5.0

3 1/4” x 10” (V.H.) 

7” round*, non-ducted
36” QT236SSN QT236WWN — QT236BLN — 210 5.0

GP

24” GP124SSN GP124WWN GP124WHN — GP124ALN 1 x 75 W

2 intensities 

Rotary control 

for variable 

speed selection

190 7.0
3 1/4” x 10” (V.H.) 

7” round*, non-ducted30” GP130SSN GP130WWN GP130WHN — GP130ALN 190 7.0

BP
24” BP124SSN — BP124WHN BP124BLN BP124ALN 1 x 75 W

1 intensity

Rocker switch

2 speeds

180 7.5 3 1/4” x 10” (V.H.) 

7” round*, non-ducted30” BP130SSN BP130WWN BP130WHN BP130BLN BP130ALN 180 7.5

CM
24” CM124SSN — — — — 1 x 75 W

1 intensity

Rocker switch

2 speeds

160 6.5 3 1/4” x 10” (V.H) 

7” round*30” CM130SSN CM130WWN — — — 160 6.5

OPTIONS

RFQTC Replacement Charcoal Filter 30” & 36” (QT) FKM65 Replacement Charcoal Filter (GP-BP)

RFQTA Replacement Aluminum Filter 30” & 36” (QT) RLSM65 Replacement Aluminum Filter 24” & 30” (GP-BP-CM)

*  7” round adapter/damper sold separately.


