
Range Hoods

Broan QP2 and QP3 Series
Meeting customers demands for a contemporary styled range hood that is easy 
to clean, and brightly lights the cooktop.

•  Durable, powder-coated paint or brushed stainless steel
•  
•  Electronic pushbutton speed control with green LED indicators
• Clock/timer and delay-off features (QP3 only)
•  Four halogen lights provide bright lighting (bulbs included)
•  Versatile design allows for 3¼" x 10", 7" round, or non-ducted discharges without re-positioning blower
•  CleanSenseTM  

(for non-ducted installations – purchase separately)
• 
• 

 Available in 30" (QP2, QP3) and 36" (QP3) widths in white, black and stainless steel
Broan Heat SentryTM detects excessive heat and adjusts blower speed for proper ventilation

www.broan.ca
1-888-882-7626

Broan-NuTone Canada Inc.
1140 Tristar Drive
Mississauga, Ontario  L5T 1H9 ® 2009 Broan-NuTone Canada Inc.
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SPECIFICATIONS

OPTIONS

WIDTH STAINLESS  WHITE BLACK VOLTS AMP CFM  SONES  DUCT REMOTE 
 STEEL     Max/Min Max/Min  CONTROL

30" QP230SSC QP230WWC QP230BLC 120 2.8 350/100 5/0.6 3¼" x 10", 7" round          -
    
30" QP330SSC QP330WWC QP330BLC 120 3.3 450/100 7/0.3 3¼" x 10", 7" round Yes (optional)
         
36" QP336SSC QP336WWC        - 120 3.3 450/100 7/0.3 3¼" x 10", 7" round Yes (optional)
         

BPPF30 Replacement charcoal filters 30" (QP) (2)
S99010354 Non-duct filters for QP3 36" (2)
S97018202 Aluminum replacement filters QP2 30" (2)
S97018205 Aluminum replacement filters QP3 30" (2)
S97018206 Aluminum replacement filters QP3 36" (2)
BCR1 Remote control (QP3)

QP3QP2

ARP310 Air flow reducer 
 (limits the air flow of the hood under 300 cfm)
MD6T Make-up Air Damper for 6" round duct
MD8T Make-up Air Damper for 8" round duct   

NOTE: Dimensions 
shown are in inches.




