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PILATO
Pilato features an elegantly rounded front that softens the unit’s striking angles and “pro kitchen” profile.  Available in 
30” or 36” width, Pilato features include a powerful 600 CFM blower, halogen lighting with 2 light intensities, stainless 
steel mesh filters, and high-tech multi-function LCD controls that deliver convenience and safety. Pilato’s 211/2” depth 
and greater air capture capacity make the unit an excellent choice over pro-style stoves. Designed for standard ducted 
installation, Pilato can also be installed as a recirculating system using the Recirculating Kit, available as an accessory.
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FEATURES
Controls Programmable Electronic Touch w/ LCD Display

Illumination 2, 50 Watt Halogen Lamps (Bulbs Included)
2 Light Intensities

Installation Type Ducted or Recirculating Installation
Recirculating Kit Sold Separately

Blower Type 600 CFM, 4-Speed Internal 

Blower Performance Speed 1, 160 CFM, 1.7 Sones

Speed 2, 280 CFM, 3.3 Sones

Speed 3, 475 CFM, 6.0 Sones

Speed 4, 600 CFM, 8.2 Sones

Filter Type Stainless Steel Micro Hole 
(2 w/ 30”, 3 w/ 36”)

Telescopic Chimney For heights 7’11”  to 9’ 2”(Ducted)

Duct Transition 6” Round  (Back Draft Damper Included)

Electrical 120V - 60 Hz
490 Watt at 4.1 Amps

ACCESSORIES CODE MODEL
Recirculating Kit Optional

Recirculating Kit for 30” & 36” Units
KIT02766 EXXRCK09

Upgraded Filter Optional
Stainless Steel Baffle Slot Filter (1)

KIT02181 EXXGFKBS

Chimney Extension Kit Optional
Reaches 8’11” - 11’4”Ducted)

KIT02726 EXXCEK05

MODELS DIMENSIONS CODE MODEL
Pilato 30” Stainless (30”W x 211/2”D x 10 1/4”H) 42417853 EPL630S1

Pilato 36” Stainless (36”W x 211/2”D x 10 1/4”H) 42417854 EPL636S1

SIZE (in) & TYPE 30” or 36” Wide, Wall-Mounted, Chimney Hood Elica Americas Design Center
FINISH Stainless Steel 

WALL-MOUNTED HOOD


