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UNDER-CABINE

Modena offers a classic designer chimney appearance for under-cabinet
installations, with a striking 9" high pyramid shape. Modena also provides
a | ~» high-end features not commonly found In under-cabinet hoods, Including
' _ s halogen lighting with 2 light intensities, stainless steel microhole filters and
pr B | casy-to-use multi-function electronic touch with LCD display controls.
B - e B /\ailable in 30" or 36" width, and designed for standard ducted installation,
Modena can also be installed as a recirculating system using the
Recirculating Kit, avallable as an accessory, for design. For design versatility

to suit almost any kitchen.
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MODELS DIMENSIONS
P i | e e EMD53052 Modena 30" Stainless (B0"W x20"D X 9"H)
T _ EMD536S2 Modena 30" Stainless (36"W x 20"D X 9"H)
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Halogen Lamps Multi-Function Electronic Stainless Steel Micro Hole
Touch Controls Filters
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WY ODENA

UNIWER-CABINET HOOD

FEATURES |

Size (Iin) & lype | .30” or 36" Wide, Under-Cabinet Hood
Finish| |Stainless Stee

Controls ' Multi-Function Electronic Touch with LCD Display

lllumination| 2, 40 Watt Halogen Lamps (Bulbs Included)
2 Light Intensities

Installation Type ' Ducted or Recirculating Installation
Recirculating Kit Sold Separately

Blower Type |600 CFM, 4-Speed Internal

M., 1.3 Sones
M, 2.7 Sones
M, 4.9 Sones
M, 7.3 Sones

Blower Performance| Speed 1, 170 C
Speed 2, 280 C
Speed 3, 440 C
Speed 4, 600 C

T T

Filter Type Dishwasher-Safe, Stainless Steel Micro Hole
(2 with 30" Unit, 3 with 36" Unit)

Duct Transition| 374" x 10" (Top or Rear) (included)

Electrical| 120V - 60 Hz
550 Watt at 4.6 Amps

E
10 716"

Optional
Recirculating Kit
Kit & Replacement
Carbon Filter

CODE: KIT02182
MODEL: EXXRCKO1
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