
BUILT-IN UNDER COUNTER ICEMAKER 

1. Overall height with leveling legs 
2. 15 1/4" if door is recessed between cabinets.
3 . 1 1/2  Drain pipe, up to 3" high above floor  

Drain Pump Kit for Clear Ice Machine (#JIMPUMPAXX) This scaled reservoir drain pump is designed 
exclusively for ice machines that require a drain and where a floor drain is not readily available.

Electrical requirements: Provide for 120 VAC, 60 Hz. The unit must be properly circuit protected 
and wired according to local electrical codes.

NOTES: 

Style of product may vary from picture 
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1/4  inlet water line. If water line is 
connected directly behind the icemaker, 
allow an additional 2  clearance

Water Pressure required: 
20-100 PSI

Water Connection 

MODEL SKUs 
 

JIM1550ARB
JIM1550ARS
JIM1550ARW

PRODUCT DIMENSIONS 

INCHES CENTIMETERS 

A 34 86.4

B1 34 1/4 - 35  87.0 - 88.9

C 14 3/4 37.5

D 21 1/8 53.7

E 23 1/2 59.7

F 39 7/8  101.3

G 34 1/2 - 35 1/4 87.6 - 89.5 

H2 15 38.1

J 24 61.0

K 16 3/8 41.6
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Important: Because of continuing product improvements, Jenn-Air® reserves the right to change specifications without notice. Dimensional specifications are provided for  
planning purposes only. For complete details see installation instructions that accompany each product before selecting cabinetry, making cutouts or beginning installation. 


