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BROAN-NUTONE CANADA ULC, MISSISSAUGA, ONTARIO   WWW.BROAN.CA   1-888-882-7626

EPD61 SERIES

AIR FLOW PERFORMANCE

DIMENSIONSSPECIFICATIONS

HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed by the Home Ventilating 
Institute, for off-the-shelf products, as they are available to consumers. Product performance is rated at 0.1 in. (2.54 mm) 
static pressure, based on tests conducted in a state-of-the-art test laboratory. Sones are a measure of humanly-perceived 
loudness, based on laboratory measurements.

EPD61d160106

HK0197

5½

MODEL EPD61

VOLTS 120 VAC

HZ 60

AMPS 9.0

CFM (HIGH SPEED) 1100

CFM (LOW SPEED) 438

SONES (HIGH SPEED) 11.0

SONES (LOW SPEED) 1.8

DUCTING SIZE 10" ROUND

SHIELDED HALOGEN BULBS* 120 V, 50 W MAX., WITH GU10 BASE

WARRANTY 1 YEAR

* 2 BULBS FOR 36" WIDTH MODEL, 3 BULBS FOR 48" AND 60” WIDTH 
MODELS (BULBS NOT INCLUDED).

NOTE: DIMENSIONS SHOWN ARE IN INCHES.
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SPECIFICATION SHEET

EPD61 SERIES

HL0186

MODEL 437
(HIGH CAPACITY ROOF CAP)

MODEL 418
(10” ROUND 
ADJUSTABLE ELBOW)

MODEL 410 
(10” ROUND DUCT

— 2 FT. SECTIONS)

MODEL 441
(10’’ ROUND WALL CAP)

OPTIONAL

WALL EXTENSION

AWEPD SERIES

EPD61 SERIES 

RANGE HOOD

DUAL BLOWER 
(INCLUDED)

OPTIONAL 

DECORATIVE FLUE 

AEEPD SERIES

10” ROUND ADAPTER 
(INCLUDED)
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