
Provides high ventilation and durable construction to

meet the needs of professional-styled home cooking

appliances.

A complete installation requires several optional components.

FEATURES

HOOD:

• Widths: 30” to 48” (762 mm to 1219 mm) in 6” (152 mm) increments

• Finishes: Stainless steel and appliance colours in White and Black

• Dishwasher-safe aluminum grease filters 

• Dual-infrared food warming lamps (120 V)—purchase separately

• Warming lamps may be replaced with 90 W halogen white lights (120 V)

• Two halogen lamps for 30” (762 mm) and 36” (914 mm) hoods; 3 for 

42” (1067 mm) and 48” (1219 mm) hoods—Purchase separately

• Solid-state, infinite speed blower control with speed memory

• Exclusive, Broan Heat Sentry TM turns blower ON to HIGH speed     

when excess heat is detected

• Baffle filters (RBF Series)—Purchase separately

BACKSPLASH:

RMP Series (Optional)

• Widths: 30” to 48” (762 mm x 1219 mm) in 6” (152 mm) increments

• Stainless steel construction—protects back wall and wipes clean easily

• Two, dual-position food warming/condiment storage shelves
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HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed
by the Home Ventilating Institute, for off-the-shelf products, as they are available to consumers.
Product performance is rated at 0.1 in. (2.54 mm) static pressure, based on tests conducted in
AMCA’s state-of-the-art test laboratory. Sones are a measure of humanly-perceived loudness,
based on laboratory measurements.
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HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures prescribed
by the Home Ventilating Institute, for off-the-shelf products, as they are available to consumers.
Product performance is rated at 0.1 in. (2.54 mm) static pressure, based on tests conducted in
AMCA’s state-of-the-art test laboratory.  Sones are a measure of humanly-perceived loudness,
based on laboratory measurements.
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HL0070

64000 SERIES HOOD

64000 SERIES RANGE HOOD SYSTEM

INTERIOR BLOWERS 

Model 647

(7” round wall cap) Model 634 or 644

(roof cap)

Model 643

(8” round wall cap)

Model 415

7” round adjustable

elbow (optional)

Model 407” 

(7” round - 

2 ft. sections)

Model 412” 

transition

(3 ¼” x 10” to 7”)

8” round

adjustable elbow

(optional)

8” round 

standard duct

Model 413

transition

3¼” x 10” 

to 8”)

Model 459 transition

(3¼” x 14” to 8”)

Standard duct

(3¼” x 10”)

Duct (3¼” x 14”)

Adapter and damper

3¼” x 14” (supplied

with P8 blower)

Adapter and damper

3¼” x 10” (supplied with 

P5 and P8 blowers)

Flow deviator (vertical

exhaust only) (supplied

with P5 and P8 blowers)

RMP Series Backsplash

(Stainless steel wall 

covering with warming

shelves. Optional.)

Model P5

single-blower

(500 cfm)

Rough-in kit

(supplied with P5

and P8 blowers)

Model P8 dual-blower

(900 cfm) for use with

36” hoods or wider

NOTE: The dual blower P8 can be

installed either with 3¼” x 14” or

3¼” x 10” ducts. For optimal air

and quiet sounds performance,

use 3¼” x 14” ducts.
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64000 SERIES HOOD

64000 SERIES RANGE HOOD SYSTEM

IN-LINE AND EXTERIOR BLOWERS 

Model 437

(High capacity roof cap))

Model HLB9 (800 cfm) 

or HLB11 (1100 cfm)

in-line blower (includes two 8” to

12” to 10” round transitions)

Model 441

(10” round wall cap)

RMP Series Backsplash

(Stainless steel wall 

covering with warming

shelves. Optional.)

332KR in-line and exterior

blower rough-in kit 

(purchase separately)

Model 331H (600 cfm)

or 332H (900 cfm)

exterior blower

Model 335 (1200 cfm) 

or 336 (1500 cfm)

exterior blower

Model 421 (10” round

vert. in-line damper)

recommended for use

with exterior blowers

Model 410 (10” round

duct—2ft. sections)

Model 418 (10”

round adjustable

elbow (optional)
Model HLB3 (280 cfm)

in-line blower (includes

one 8” to 10” 

round transition)

Model 441

(10” round wall cap)

Model HLB6 (600 cfm)

in-line blower (includes

two 4½” x 18½” to 10”

round transitions
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