
SUITABLE FOR INSTALLATION WITH OR WITHOUT EXTERIOR DUCTING

Discrete recirculation louvers
Color match plate to hide
recirculation louvers

www.nutone.ca
1-888-882-7626

NuTone NCS3 Series
Attractive modern design with professional styling

• �  Powerful blower delivers 250 CFM (HVI-certified)
• �  Whisper-quiet blower for a peaceful cooking experience
• �  Fully enclosed bottom design allows for easy cleaning
• �  Easy ducted or non-ducted installation (Charcoal filter sold separately)
• �  Dishwasher-safe aluminum filter for long-lasting performance
• �  �Dual halogen lighting creates a bright, well-lit cooktop 

(Two 50-watt (PAR16 or MR16) GU10 halogen bulbs sold separately.  
LED replacement bulbs are not recommended)

• �  Easy-to-use 2-speed rocker switch
• �  Two-intensity lighting
• �  Available in black, white and stainless steel

Dimensions shown are in inches.
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Broan-NuTone Canada ULC
1140 Tristar Drive
Mississauga, Ontario  L5T 1H9

Specifications subject to change without notice.
® 2015 Broan-NuTone Canada ULC.

CAPTURES SMOKE AND STEAM BETTER  
THAN LEADING OVER-THE-RANGE MICROWAVESNEW

Under Cabinet Hoods

SPECIFICATIONS

WIDTH
STAINLESS 

STEEL 
WHITE BLACK VOLTS AMPS CFM 

SONES
MAX/MIN

DUCT

30” NCS330SSC NCS330WWC NCS330BLC 120 1.3 250 5.5/2.0
3¼” x 10” (H-V)  

OR 7” ROUND (V)

OPTIONS

30” Replacement aluminum filter HPFAMM30

30” Replacement charcoal filter HPF30

Over-The-Range Microwaves Nutone NCS3 series


